


Mounting Options 
• To avoid electric shock, maintenance and installation should only be carried out by a professional
• E lectrician before installation , turn off the power to make sure safety
• Follow the diagram for below for proper installation

Ceiling 

Open hole 

Electric drill 

(1). Make a right position and screw hole. 

Ceiling 
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AC100-277V 

(3). Fixted rotatable clips & fixture with tighten screws. 

Warning 

• The integrated tubes can be connected less than total 600W.
• Please use it under correct input power range.
• Do not use in the outdoor environment.
• Consult with the manufacturer before maintenance.
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(2). Fixed the clips between ceiling and light 
with screws. 

Ceiling 

Method 
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(4). Connected up by connector, done. 

• If the product does not operate properly, check the wire connection after
the power cut off. 

Suspending Kits Sold Separably 
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Product Parameter 

DG-BT01-30W DG-BT01-40W DG-BT01-60W DG-BT01-80W DG-BT01-90W 

30W 40W 60W 80W 90W 

39001m 52001m 78001m 104001m 117001m 

1301m/w 

300*90*62 628*90*62 900*90*62 1200*90*62 1500*90*62 

>Ra70, >Ra80

3000K,4000K,5000K,5700K,6500K 

100-240Vac, 100-277Vac, 50-60Hz, PF?:0.95

Light Distribution 

AcerageBeam 
Angle[50%):130.2 

C0/180 
-c30121011J.:r 
-C60/240115.:ZO 
-C90/27011J.1° 
Lightintensity111.2" 
unit:cd 
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Intelligent Control Option 

• 1-l0V Dimming Control
e DALI Control

IP66 

CE TUV listed 

-30°C to +60°C

>50,000Hrs

300 I 628 / 900 / 1200 / 1soo / 1790 / 2400 

DG-BT01-120W 

120W 

156001m 

1790*90*62 
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